
5V
idle: 0.8A
max: 1.5A

USB 
Data and 

Power
(0.3-0.35 mA)

CCMC30 Common 
Mode Noise Filter

HF-Antenna

RG 174 (5m)

DC-BIAS

Airspy HF+ Duo

Raspberry PI 4B (4 GB)
Server with Airspy HF+ Duo

Hyperflex 5
Coax 50cm

230V

12V-AC/1A

12V-DC-1A

12V/110mA

12V-ACto 12V-DC
Linear Converter

12V-AC/1A
Linear Power Supply

folding ferit

12V-DC-1A

5V-DC

12V-DC to 5V-DC
Linear Converter

Internet

SDR Radio Console v3.x or Sharp SDR# 

Active-Dipole and Spyserver with Airspy HF+ Duo SDR Receiver Overview

Router Fritz!Box 7590

192.168.1.1

192.168.1.153

Guaranteed frequency range: 150 kHz ς30 MHz
Common Mode Wave suppression: >30 dB: 150 kHz -
30MHz 
Insertion loss: <1 dB (up to max. 150 MHz)

BNC

SMA

LP060 Low Pass Filter 
The elliptically-formed low pass filter LP060 
suppresses all frequencies above 60 MHz

Hyperflex 5
Coax 50cm

To STAMPFL Active-Dipole
Antenna 0.02 ς60 MHz Sypserver (Airspy) Box

Shack (PC) and Internet

HB9RYZ ςwww.hb9ryz.ch30.7.2020

Firmware: R3.0.7BB

Firewall Ports
5555 TCP Ą 192.168.1.153 (LAN) Ą RASPI/Airspy HF+ Duo
5900 TCP Ą 192.168.1.153 (LAN) Ą VNC Remote Control

Ground at Roof edge

HARI 1:1
current Choke

RG 174 (5m)

http://www.hb9ryz.ch/
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AV-640 vertical Antenna
for 6mto 40m

STAMPFL Active-Dipole

http://www.hb9ryz.ch/


Low Pass Filter LP060

Common Mode Noise Filter CCMC30

DC 12V Bias STAMPFL
for the STAMPFL Active-Dipole

Raspberry PI 4 (4 GB Ram) with Spyserver

12V/AC to 12V/DC Linear Converter

12V/DC to 5V/DC Step-Down
LinearConverter

Airspy HF+ Duo SDR Receiver

12V/AC linear Power-Supply

HB9RYZ ςwww.hb9ryz.ch30.7.2020

http://www.hb9ryz.ch/


Active-Dipole and Spyserver with Airspy HF+ Duo SDR Receiver Overview HB9RYZ ςwww.hb9ryz.ch30.7.2020

http://www.hb9ryz.ch/

